MINM Eatal 2006-01.

Ealling/Rellingrviaterial
Januany s, 2006 (Arzena)
Sandl & Gravel ©peration
Miechanic

391years old

12 years mining| ExpPerence



Overview

Fhe victimwas) fatality injured whillewerking on; a
firont-end loader e frent andrear sections off therloader
nad Been; separated and each section Was; Independently;
supported with jack stands. He removed one of the! jack
standsi andiweas pesitiened hetween the lefit rear tire and
fiender well/frame: te' remove: a hydiraulic iese When| the
frame ofi the leader tipped forward en the tires, swiveled to
the lefit en the rear axie: escillatien trunnien and crushed
RIm.






Root Causes

Fhe victim: falledl to recognize: the hazara
Asseclated With Working) 6 an Improperly.
plecked firont-end leader.

Management fialled teruse oversight te
ensure the jon safiety analysis proceaure
10 saifely: bleck the firont=end |oader Was
fiellowed.



Best Practices

Step, Loek, Analyze, and Manage (SLAM)
each task 1o Identify’ allf petentiali hazards
PEefere Perferming malntenance Work.
Practice safe Work hanits durng the: entire
iask.

Consultand-fieliow: the manufacturers
fecommended safe Work: procedures for
the maintenance: task.



Best Practices

Tirain minersiin: sale Work: procedures
pefore heginning repairs.

Securely bleck eguipment against all
azardous metien; at:all timeés while
PErfierming maintenance work. Ii the
eguipment lveing vlocked has multiple
degrees of movement of fireedem,
EXENCISE extreme: caution) because some
Instanility medes may’ not ve: elVIeUS.
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